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 Wodorofosforan wapnia

 Oceń ten produkt jako pierwszy

  





 39,99 USD   Tylko %1 pozostał
  SKU 5060477552254


   Rozmiar Wybierz opcję...



   

   Ilość 

 Dodaj do koszyka 



 
 

 
 Udostępnij
	  Share on Facebook
	  Share on Twitter
	  Share on LinkedIn



 

  Wolisz zapłacić przelewem?  Poproś o fakturę
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   Przejdź na początek galerii
 
   Opis
 Wodorofosforan wapnia to składnik wielu różnych produktów. W produkcji tabletek i kapsułek używany jest jako "środek rozprowadzający". Jest dostępny w różnym stopniu rozdrobnienia. Oferowane przez nas gruboziarniste odmiany dobrze rozprowadzają i cechują się świetną ściśliwością.

Rozprowadzanie to istotny element procesu produkcyjnego. Zapewnia, że wszystkie Twoje składniki bez problemu będą przechodziły przez urządzenia. Oprócz tego sprawia, że produkt końcowy będzie posiadał równomiernie rozłożone składniki w całej partii, czyli każda tabletka będzie taka sama.

Ściśliwość to łatwość, z jaką proszek zamienia się w zbitą tabletkę. Wodorofosforan wapnia oferowany przez LFA jest bezpośrednio ściśliwy. Używanie substancji pomocniczych, takich jak wodorofosforan wapnia, zmniejsza ilość wysiłku koniecznego do włożenia w tworzenie nowych mieszanek.

Wodorofosforan wapnia cechuje dobra rozpuszczalność w kwasie cytrynowym i cytrynianie amonowym. Jego pH wynosi 6,5 do 7. Ze względu na zasadowość nie można go łączyć z niektórymi aktywnymi kwasami. Właściwości wiążące wodorofosforanu wapnia są jedynie przeciętne. Należy dodać do niego innych substancji pomocniczych

Wodorofosforan wapnia bez problemu przechodzi przez system trawienny. Posiada wiele zastosowań i sam w sobie jest suplementem. Często dodaje się go do płatków śniadaniowych oraz produktów mącznych i makaronów. Jest wykorzystywany jako substancja przeciwzbrylająca, ponieważ może pochłaniać niewielkie ilości wody. Stanowi również źródło fosforu i z tego względu często używa się go w dietach organicznych. Dodaje się go także do karmy dla zwierząt. Poprawia metabolizm zwierzęcy i przyspiesza wzrost i rozwój.

W celu utrzymania jakości produktu oraz zapewnienia jego bezpieczeństwa, ważne jest, aby poprawnie obchodzić się z wodorofosforanem wapnia. Może on wywoływać podrażnienia oczu, a jego inhalacja może prowadzić do bóli w klatce piersiowej. Podczas pracy z tą substancją należy nosić okulary ochronne, rękawiczki oraz maskę. Wodorofosforan wapnia należy zawsze przechowywać w zamkniętym pojemniku w średniej temperaturze pomieszczenia. Należy chronić go przez dostępem wilgoci i ekstremalnymi temperaturami. Niewłaściwe przechowywanie może z czasem wpłynąć na twardość tabletki.

Wodorofosforan wapnia to skuteczny środek rozprowadzający, który doda składników odżywczych do Twoich mieszanek. Można go dodawać do wielu produktów spożywczych jako suplement, ponieważ działa korzystnie zarówno na ludzi, jak i na zwierzęta. Dodanie fosforu i wapnia do diety poprawia działanie organizmu. To produkt, który znają konsumenci, dlatego też jest idealnym dodatkiem do Twoich tabletek.

Wodorofosforan wapnia oferowany przez LFA ma formę krystalicznego proszku. Jest biały bądź w odcieniu bieli, bezzapachowy i sypki.
 
 Specifications
	Nazwa	Wartość
	Numer CAS	7757-93-9 or 7789-77-7 (dihydrat)
	Formuła molekularna	CaHP
	Forma	Biały, granulowany proszek
	Stan fizyczny	Stały
	Przechowywanie	Przechowywać w temperaturze pokojowej
	Temperatura topnienia	Rozpada się
	Gęstość	2.929 g/cm3 (bezwodny)
2.31 g/cm3 (dihydrat)
	Waga molekularna	136.06 g/mol (bezwodny)
172.09 (dihydrat)
	Dokumenty	
Dane o nietolerancji

Specyfikacje techniczne




 Opinie
 
 Napisz własną recenzję
  
 Napisz opinię o produkcie:Wodorofosforan wapnia
  Twoja ocena
 Value  1 star 2 stars 3 stars 4 stars 5 stars 




 Autor 

Podsumowanie 

Opinia 


Dodaj recenzję
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 How to use the LFA Tablet Mix Calculator
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 Angle of Incidence - Making a Tablet Mix
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 Mix Validation - Making a Tablet Mix
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 Excipients in your Mix - Making a Tablet Mix

      [image: alt] 


 
 Making a Tablet Pill Mix - Making a Test Mix
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 Calculating Bulk Density - Making a Tablet Pill Mix
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 Dicalcium Phosphate



 FAQs
  Czy mogę produkować tabletki bez substancji pomocniczych?
  To mało prawdopodobne, aby produkcja tabletek bez dodatku substancji pomocniczych była możliwa. Niektóre substancje mogą wiązać się bez dodatku substancji pomocniczych, jednak nie będą w stanie przejść przez tabletkarkę. Zalecamy stosowanie gotowej mieszanki Firmapress Pigułka Mix, która łączy się z 99% substancji.
 

 Czym się różnią poszczególne rodzaje substancji pomocniczych?
  Oferujemy substancje pomocnicze w postaci celulozy mikrokrystalicznej, staerynianu magnezu, wodorofosforanu wapnia oraz Firmapress Pigułka Mix.

Celuloza mikrokrystaliczna to środek wiążący, który utrzymuje zawartość tabletki.

Wodorofosforan wapnia to środek rozprowadzający, który pomaga składnikom przechodzić przez urządzenia zanim zostaną skompresowane.

Staerynian magnezu jest suchym smarem, który również pomaga składnikom przejść przez maszynę, jednak ponadto pomaga podczas wyrzutu tabletek z urządzenia. Należy pamiętać, że sam w sobie nie wiąże się.

Firmapress Pigułka Mix jest mieszanką celulozy mikrokrystalicznej, stearynianu magnezu oraz wodorofosforanu wapnia.
 

 Czy wasze substancje pomocnicze są naturalne?
  Tak, wszystkie nasze substancje pomocnicze pochodzą z naturalnych źródeł. Więcej informacji można znaleźć na poszczególnych stronach produktów.
 

 Can I get a better price for excipients than is listed on the website?
  Yes, we have bulk pricing for all of our excipients, and these can be found in this section. We offer bulk in 500 kg, 1 ton, 2 ton and 5 ton lots. The prices are set on these quantities as these are the amounts that will fit on pallets.
 

 How should I clean contact parts that have come into contact with my excipients or active ingredients?
  here are 6 steps that should be followed as a general rule of thumb when cleaning contact surfaces that have come into contact with powders: 

Dry Clean - First you need to remove as much of the dry powder as possible. You can do this using a hover/vacuum. Make sure that the vacuum you are using has a filter good enough to handle fine dust. 

Wet Clean - Next you need to perform a wet clean. This can be done with warm water and soap or if available an ultrasonic cleaner. 

Rinse - Next you need to rinse off any soap with potable water (drinking water). You do not have to do this if you used an ultrasonic cleaner in the last step. It is important to ensure that all parts are thoroughly dried immediately after washing to avoid any rusting. 

Sanitise - Next you need to sanitise the surface. This step is recommended by the FDA. There are a number of sanitising solutions available designed to be applied and left on. 

Lubricate - You now need to lubricate any parts that require it. This should be with the appropriate grade oil or grease considering your use and greasing chart. Store - Finally store any of the parts in a cool dry place. If you are storing them on the machine then make sure the machine is in a temperature controlled environment with low humidity.
 

 How long is the storage period of each excipient? What is the shelf life?
  Firmapress - 2 years form batch date.
Dextrose - 3 years from batch date.
Dicalcium Phosphate - 3 years from batch date.
Microcrystalline Cellulose - 
Magnesium stearate - 
Lactose - 2 years from batch date.
Silica Dioxide - 2 years from batch date.
 

 What kind of condition should excipients be stored in?
  Firmapress - 2 years form batch date.
Dextrose - 3 years from batch date.
Dicalcium Phosphate - 3 years from batch date.
Microcrystalline Cellulose - 
Magnesium stearate - 
Lactose - 2 years from batch date.
Silica Dioxide - 2 years from batch date.
 

 What is the mesh size of your excipients? etc.
  Dextrose - approx 100 mesh
Dicalcium Phosphate - approx 100 mesh
Microcrystoline Cellulose - approx 120-200
Magnesium sterate - 
Lactose - 80 mesh
Silica Dioxide - 
Firmapress - 100-200 mesh
 

 Are all the excipients safe for human consumption?
  Yes, all of the excipients are safe for human or animal consumption. There are some precautions that should be taken when handling them and there are some people that might have intolerances to some of them. Information on this can be found in the products MSDS and Intolerance Data Sheet. This can be found in this section for every excipient.
 

 Are all excipients safe for all ages to consume?
  Yes, it does not matter what age, size or sex the person consuming the products is. It is, however, important to check the intolerance data.
 

 Can I have a CoA for my Excipient?
  Yes. CoA stands for Certificate of Analysis this is also known some times as an MSDS (Material Safety Data Sheet) all of the information contained in a CoA is inside the MSDS for every LFA product which is emailed to you after purchase.
 

 What kind of agent is each excipient?/ What is the main use of each excipient?
  Dextrose - Sweetener, binding agent, good for chewable tablets or candy.

Microcrystalline Cellulose - Binder, filling agent. Good at binding tablets and making them bigger. It can also be used as a filler for capsules.

Magnesium stearate - Dry Lubricant. This stops products from getting stuck to the tooling. It can also help with powder flow issues and caking issues.

Lactose - Binder, sweetener and bulking agent. It has a large mesh so it flows well but most people do not like it because of the intolerance issues.

Silica Dioxide - Flowing agent. This assist powders in flowing smoothly through the machines. It also helps with cacking issues where powders get stuck to the machine.
 

 Do any of the excipients increase the speed of damage to tooling? i.e. more granular?
  Yes, Dicalcium Phosphate, if used in high amounts, will cause more damage to tooling than just Firmapress or MCC. However, there are not many situations in which this would be a good idea.
 

 Which excipient should I add if the product/API is clumpy?
  If your product or API is clumpy then you will need to add an anticaking agent. For this, we recommend silicon dioxide. We only recommend adding a maximum of 2% of this to the mix
 

 Which excipient should I add if the product is sticky?
  If your product is sticky then you will need to add a dry lubricant to your mix. For this, we recommend magnesium stearate.

We do not recommend that you add more than 1% to the mix as more than this can cause capping. If your product is still sticky at this point then we would recommend looking into granulation.
 

 Which excipient should I add if the product doesn't bind well?
  If your product does not bind well then we would recommend using MCC. This can be used in any % the limiting factor is the size of the tablet.

If the amount of MCC you would have to use would be too much or if you do not want to use MCC then you have 3 other options: Ask your supplier for a directly compressible or tabletable grade of your product. Spray dry your product. Wet granulate your product.
 

 Dissolving rate? Any known factors that can affect the rate, speed up or slow down the breakdown of a tablet?
  Yes. There are two things at play here. You can get hygroscopic and hydrophobic excipients. Hygroscopic means that they take on water quickly, while hydrophobic means that they repel water.

There are products know as supper disintegrants. These products help the breakdown of tablets. At the moment LFA does not sell any supper disintegrants.

Magnesium stearate is hydrophobic this means that it will slow the breakdown of a tablet.

However, it is used in such small amounts that most of the time it will not make a difference to our customer's products. If they would like to be sure then they should conduct what is known as a disintegration test.
 

 Are there any known allergens or health risks?
  Yes, there are all of them can be found in the intolerance sheets for each product. The intolerance sheets can be found here: https://www.lfatabletpresses.com/product-data
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         Get Bulk Quote

 



  How to Make Your Own Tablets - Free eBook
We have put together a simple, easy-to-follow guide to making tablets for yourself or your business.
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  Our Locations
   Germany (Postal Address)
 Business Parc Am Trippelsberg 92 
Düsseldorf 
40589 
Germany (Postal Address) 
+4921188250223 
Monday - Friday: 10am - 6pm (CET) 

 Taiwan
 7F.-5, No.2, Sec. 2 
Taiwan Blvd. 
West Dist. 
Taichung City 403 
Taiwan 
+886422031790 
Monday - Friday: 9am - 5pm (GMT+8) 

 United Kingdom
 Unit 4b Rowood Estate 
Murdock Road 
Bicester 
Oxfordshire 
OX26 4PP 
United Kingdom 
01869 250234 
Monday - Friday: 9am - 5pm (GMT) 

 United States
 6601 Will Rogers Blvd 
Fort Worth 
Texas 
76140 
United States 
(682) 312 0034 
Monday - Friday: 8am - 4.30pm (GMT-6) 
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