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 Ligue para nós 
 Escolha o número de telefone local ou clique em "Enviar um e-mail" para nos enviar uma mensagem e conferir outras formas de entrar em contato.
 Austrália
+61 291919705

 Colômbia
+5742041091

 República Checa
+420234261736

 Germany (Postal Address)
+4921188250223

 Itália
+39800978627

 Japan
+81 5058936325

 México
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 Nova Zelândia
+6499509224

 Polônia
+48 22 483 53 93

 Singapura
+65 3159 3470

 Espanha
+ 34910603288

 Taiwan
+886422031790
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01869 250234

 Estados Unidos
(682) 312 0034
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 Celulose microcristalina

 Seja o primeiro a avaliar este produto

  





 US$ 39,99   Só resta %1
  SKU 5060477552261


   Size Escolha uma Opção...



 Grade Escolha uma Opção...



   

   Qtd 

 Adicionar ao Carrinho 



 
 

 
 Share this
	  Share on Facebook
	  Share on Twitter
	  Share on LinkedIn



 

  Prefer to pay by Invoice?  Solicitar cotação
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   Descrição
 o que exatamente é o excipiente ideal? Aquele que ajuda a tornar ingestão mais fácil para os clientes e a fabricação mais simples para os produtores. Não apenas um excipiente que é permitido usar, mas que se estende além da funcionalidade padrão. Celulose microcristalina pode ser o agente de ligação exata que você está procurando. Isso não gel como metil-celulose e se comparado a outros agentes de ligação ele aparece fornecer o grau ideal de fragilidade enquanto permanecer sensível de lubrificante. 
 Benefícios:
 	maior compressibilidade
	maior fluxo
	forte fichário
	inodoro, tasteless
	Non-reactivor
	baixa absorção

 celulose microcristalina, geralmente chamado de MCC, é produzido em um ambiente controlado. O resultado final é um pó branco, puro sem qualquer sabor ou cheiro, capaz de adicionar formulário e dureza para seus comprimidos. MCC mantém as vantagens necessárias de um diluente. É eficaz como um agente de volume em seu comprimido ou cápsula, dando o peso desejável para os seus clientes. Celulose microcristalina tem densidade mínima, aumentando as características de fluxo. Fluxo fácil ajuda a garantir que cada ingrediente é consistentemente espalhada ao longo de uma mistura. Se a mistura for consistente, cada comprimido terá a mesma quantidade de cada ingrediente no final da produção, criando um produto de qualidade.
 Celulose microcristalina realmente faz o seu trabalho, e também faz bem. Ele funciona bem com muitos outros excipientes populares e é uma parte integrante de muitas fórmulas de fabricantes. Fichários, sem dúvida, são um elemento fundamental no processo de investiga simplesmente porque garantem "dureza" em um tablet. Além disso, a compressibilidade afeta todos os aspectos do produto final, por exemplo, desintegração, dissolução e absorção. MCC é diretamente compressível e, portanto, pode ser compactado em um tablet sem precisar granulado ou processar uma mistura, tornando a fabricação global processo mais eficiente.
 Compressibilidade e vinculação são ambas características inquestionáveis de celulose microcristalina. Nenhuma destas características dissuadir a sua capacidade para dissolver com facilidade uma vez em forma de comprimido, um elemento crucial de qualquer comprimido ou cápsula. MCC é seguro consumir em quantidades normais e amplamente usado como um excipiente para marcar. Além disso é uma fonte natural de fibra dietética e é também não-calórico. Acima de tudo, a MCC é inerte, ou seja, não reagir ou interferir com outras substâncias.
 Em geral, este produto pode ser o que você está procurando. É muito procurado pois está entre os top diluentes com qualidades de ligação excelente e também irá preservar essas propriedades para você. Seu processo de formação se tornarão mais fáceis como resultado este ingrediente. Com suas vantagens e usos, celulose microcristalina é sua escolha ideal para um agente de ligação. Usar o MCC juntamente com outros excipientes faz produção funcionar lisamente e eficientemente.
 
 Specifications
	Nazwa	Wartość
	Numer CAS	9004-34-6
	Formuła molekularna	(C6H10O5)n
	Forma	Drobny, biały piasek
	Stan fizyczny	Stały
	Przechowywanie	Przechowywać w temperaturze pokojowej
	Temperatura topnienia	260–270 °C; 500–518 °F;
	Gęstość	1,5 g/cm3
	Rozpuszczalność w wodzie	Brak
	Dokumenty	
Dane o nietolerancji

Specyfikacje techniczne




 Avaliações
 
 Escreva sua Própria Avaliação
  
 Você está avaliando:Celulose microcristalina
 Apelido 

Resumo 

Avaliação 


Enviar Avaliação
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 How to use the LFA Tablet Mix Calculator
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 Angle of Incidence - Making a Tablet Mix
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 Mix Validation - Making a Tablet Mix
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 Excipients in your Mix - Making a Tablet Mix
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 Making a Tablet Pill Mix - Making a Test Mix
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 Calculating Bulk Density - Making a Tablet Pill Mix
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 Microcrystalline Cellulose



 FAQs
  Posso produzir tablets sem Excipientes?
  É improvável que você será capaz de produzir tablets sem a utilização de qualquer dos Excipientes. Certos produtos ligação sem Excipientes, mas não o fluxo através da máquina. Nós aconselhamos que você use um
 

 Qual é a diferença entre o intervalo de excipientes?
  Oferecemos a Celulose Microcristalina, Estearato de Magnésio, Fosfato Bicálcico e Firmapress na nossa gama de excipientes.

A Celulose microcristalina é um agente de ligação, que contém o conteúdo do tablet juntos.

Fosfato bicálcico é um fluxo de agente e ajuda a mover os ingredientes através do aparelho, antes de serem comprimidos.

Estearato de magnésio é um lubrificante seco e ajuda-o novamente com o movimento de ingredientes através da máquina, mas também ajuda com a expulsão dos comprimidos da máquina. Por favor, note que o Magnésio Sterate não vincular por si mesma.

Firmapress é um tudo em um mix de Celulose Microcristalina, Estearato de Magnésio e Fosfato Bicálcico.
 

 São seus Excipientes natural?
  Sim, todos os nossos Excipientes são extraídos de fontes naturais. Para mais informações, por favor visite as páginas de produto individuais.
 

 How should I clean contact parts that have come into contact with my excipients or active ingredients?
  here are 6 steps that should be followed as a general rule of thumb when cleaning contact surfaces that have come into contact with powders: 

Dry Clean - First you need to remove as much of the dry powder as possible. You can do this using a hover/vacuum. Make sure that the vacuum you are using has a filter good enough to handle fine dust. 

Wet Clean - Next you need to perform a wet clean. This can be done with warm water and soap or if available an ultrasonic cleaner. 

Rinse - Next you need to rinse off any soap with potable water (drinking water). You do not have to do this if you used an ultrasonic cleaner in the last step. It is important to ensure that all parts are thoroughly dried immediately after washing to avoid any rusting. 

Sanitise - Next you need to sanitise the surface. This step is recommended by the FDA. There are a number of sanitising solutions available designed to be applied and left on. 

Lubricate - You now need to lubricate any parts that require it. This should be with the appropriate grade oil or grease considering your use and greasing chart. Store - Finally store any of the parts in a cool dry place. If you are storing them on the machine then make sure the machine is in a temperature controlled environment with low humidity.
 

 How long is the storage period of each excipient? What is the shelf life?
  Firmapress - 2 years form batch date.
Dextrose - 3 years from batch date.
Dicalcium Phosphate - 3 years from batch date.
Microcrystalline Cellulose - 
Magnesium stearate - 
Lactose - 2 years from batch date.
Silica Dioxide - 2 years from batch date.
 

 What kind of condition should excipients be stored in?
  Firmapress - 2 years form batch date.
Dextrose - 3 years from batch date.
Dicalcium Phosphate - 3 years from batch date.
Microcrystalline Cellulose - 
Magnesium stearate - 
Lactose - 2 years from batch date.
Silica Dioxide - 2 years from batch date.
 

 What is the mesh size of your excipients? etc.
  Dextrose - approx 100 mesh
Dicalcium Phosphate - approx 100 mesh
Microcrystoline Cellulose - approx 120-200
Magnesium sterate - 
Lactose - 80 mesh
Silica Dioxide - 
Firmapress - 100-200 mesh
 

 Are all the excipients safe for human consumption?
  Yes, all of the excipients are safe for human or animal consumption. There are some precautions that should be taken when handling them and there are some people that might have intolerances to some of them. Information on this can be found in the products MSDS and Intolerance Data Sheet. This can be found in this section for every excipient.
 

 Are all excipients safe for all ages to consume?
  Yes, it does not matter what age, size or sex the person consuming the products is. It is, however, important to check the intolerance data.
 

 Can I have a CoA for my Excipient?
  Yes. CoA stands for Certificate of Analysis this is also known some times as an MSDS (Material Safety Data Sheet) all of the information contained in a CoA is inside the MSDS for every LFA product which is emailed to you after purchase.
 

 What kind of agent is each excipient?/ What is the main use of each excipient?
  Dextrose - Sweetener, binding agent, good for chewable tablets or candy.

Microcrystalline Cellulose - Binder, filling agent. Good at binding tablets and making them bigger. It can also be used as a filler for capsules.

Magnesium stearate - Dry Lubricant. This stops products from getting stuck to the tooling. It can also help with powder flow issues and caking issues.

Lactose - Binder, sweetener and bulking agent. It has a large mesh so it flows well but most people do not like it because of the intolerance issues.

Silica Dioxide - Flowing agent. This assist powders in flowing smoothly through the machines. It also helps with cacking issues where powders get stuck to the machine.
 

 Which excipient should I add if the product/API is clumpy?
  If your product or API is clumpy then you will need to add an anticaking agent. For this, we recommend silicon dioxide. We only recommend adding a maximum of 2% of this to the mix
 

 Which excipient should I add if the product is sticky?
  If your product is sticky then you will need to add a dry lubricant to your mix. For this, we recommend magnesium stearate.

We do not recommend that you add more than 1% to the mix as more than this can cause capping. If your product is still sticky at this point then we would recommend looking into granulation.
 

 Which excipient should I add if the product doesn't bind well?
  If your product does not bind well then we would recommend using MCC. This can be used in any % the limiting factor is the size of the tablet.

If the amount of MCC you would have to use would be too much or if you do not want to use MCC then you have 3 other options: Ask your supplier for a directly compressible or tabletable grade of your product. Spray dry your product. Wet granulate your product.
 

 Dissolving rate? Any known factors that can affect the rate, speed up or slow down the breakdown of a tablet?
  Yes. There are two things at play here. You can get hygroscopic and hydrophobic excipients. Hygroscopic means that they take on water quickly, while hydrophobic means that they repel water.

There are products know as supper disintegrants. These products help the breakdown of tablets. At the moment LFA does not sell any supper disintegrants.

Magnesium stearate is hydrophobic this means that it will slow the breakdown of a tablet.

However, it is used in such small amounts that most of the time it will not make a difference to our customer's products. If they would like to be sure then they should conduct what is known as a disintegration test.
 

 Are there any known allergens or health risks?
  Yes, there are all of them can be found in the intolerance sheets for each product. The intolerance sheets can be found here: https://www.lfatabletpresses.com/product-data
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         Get Bulk Quote

 



  How to Make Your Own Tablets - Free eBook
We have put together a simple, easy-to-follow guide to making tablets for yourself or your business.
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  Nossos Locais
   Germany (Postal Address)
 Business Parc Am Trippelsberg 92 
Düsseldorf 
40589 
Germany (Postal Address) 
+4921188250223 
Monday - Friday: 10am - 6pm (CET) 

 Taiwan
 7F.-5, No.2, Sec. 2 
Taiwan Blvd. 
West Dist. 
Taichung City 403 
Taiwan 
+886422031790 
Monday - Friday: 9am - 5pm (GMT+8) 

 United Kingdom
 Unit 4b Rowood Estate 
Murdock Road 
Bicester 
Oxfordshire 
OX26 4PP 
United Kingdom 
01869 250234 
Monday - Friday: 9am - 5pm (GMT) 

 United States
 6601 Will Rogers Blvd 
Fort Worth 
Texas 
76140 
United States 
(682) 312 0034 
Monday - Friday: 8am - 4.30pm (GMT-6) 
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